
IDESTO TRACK
TRACK LIGHTS

A strong sense of space in retail: the IDESTO 

TRACK wallwasher for track applications 

immerses entire walls in a particularly uniform 

and clear light. But not only that: the 

innovative spotlight establishes IDESTO TRACK 

as a new generation of compact and flexible 

luminaires featuring optimised light 

distribution for vertical illumination. Thanks to 

its specially developed reflector the luminaire 

achieves premium quality lighting solutions for 

the retail sector.

Uniform light
Newly developed reflector for significantly uniform 
illumination

Quality of light on all merchandise
High quality LED modules for additive lighting 
concepts

Precise alignment
Thanks to rotatability up to 355° with +/-10° tilt

Small size
Due to integrated track driver

Intelligent light 
LEDIQ for your smart light management
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Luminaire type Track lights

Application areas Graphics illumination, wide-area merchandise illumination, 
high-level decoration

Range of action 355° rotatable and +/-10° tiltable 

Fastening 3P conductor rail, not suitable for vertical mounting

Lighting technology LED, LED IQ DALI, LED IQ BLE

Beam angel Wallwasher

LED luminous flux class 2000 lm - 5000 lm

Light colour CRI 80 2700 K, 3000 K, 3500 K, 4000 K

Light colour CRI 90 3100 K - Brilliant Colour, 3200 K - Efficient White, 

4000 K - Efficient Cool 

Light colour Food 2700 K - Brilliant Food, Meat, Meat + Fish 

Supply unit Integrated driver 

Luminaire colour

RAL 9005 jet black

RAL 9016 traffic white 

Special colours on request 

Surface Structure powder-coated 

Nominal voltage 220 - 240 V, 50/60Hz

Weight approx. 1.4 kg

Test mark

TRACK LIGHTS

IDESTO TRACK 

www.oktalite.com/idesto
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